- DME ™
Every step of the way

Essential Series
Manifolds & Nozzles




DME Essential Series Manifold blocks.

Recommended for use in all applications with commodity grade plastics
(PE, PP and PS). The manifold assembly is supplied with all related
components. The upper steel spacer and the central steel spacer are
supplied blank and must be adapted to the mold by the mold maker.
To ensure a good thermal insulation we suggest to have a minimum of
10 mm spacer thickness (titanium + steel). Foresee the cable outlet to
the upper side of the mold. The manifold is designed to be utilized on a
horizontal injection molding machine.

The thermocouple installed on the manifold is type "J" grounded. The
standard manifolds are delivered with an un-heated adapter. If a heated
adapter is required, please specify this in the order reference and add this
option to the list price.

Fastening bolts, dowel pins and locating rings are project specific and
are not included in the package. They need to be ordered separately.
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Standard systems

One-drop L-type system

Two-drop L-type system

Four-drop X-type system

Non-standard systems

One-drop L-type system

Two-drop L-type system

Two-drop T-type system

Four-drop H-type system

Nozzles

Nozzles

Questionnaire

00O «AsTon». 445000, TonbaTTu, yn. CeBepHas 8A
TenedoH: (8482) 61-17-93; dhakc: (8482) 36-65-32

Cant: avtop.ru; E-mail: avtop1@list.ru
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